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1. Project Name: Kahului Bay SPP
2. Date of Inspection: August 14, 2007

3. Inspection Personnel:

Name Agency/0ffice Telephone No.

a. Dan Meyers COE 438-8875

4. Discussion:

This project was authorized under Section 111 of the RHA, and
construction completed in April 1976. 100% Federal funds for
construction and maintenance. There is very little historical
inspection data for this project. This project is not eligible for the
PL84-99 RIP Program. All photographs were taken during the inspection
unless otherwise stated.

East Groin Extension 3007:

a. Sta. 0+10, Left Side (LS), Tree has been removed.
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~——1 Dislodged Armor Stomne, No Obvious Void

b. Sta. 1+00, LS, 1 ea. cracked armor stone & 1 ea. dislodged
armor stone, no obvious void. No changes this year.

Beach Fill:

a. Overview of beach Fill. It appears that a large portion
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of the beach has eroded.
West Groin 2807:

a. Sta. 1+48, No changes this year.

Breakwater 1007 :

a. Breakwater Overview, a survey needs to be conducted to

determine the scope of repairs required. Designed to elevation
+2” and connected to the scatter field.
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Interior Revetment 8907 :

a. Sta. 0+00, Overview of revetment, no changes this year.

b. Sta. 9+06, End of Project.
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Non-Related structure within project limits.

5. Conclusion:

The East Groin is in good condition. The West Groin is in need of
minor repairs. It appears the breakwater is in extremely poor condition
and a survey needs to be conducted to determine the sand nourishment
present condition. Sand nourishment and breakwater repairs should be
accomplished as outlined in the Detailed Project Report, Section G, Page
41. The revetment is showing further signs armor stone displacement /
movement at Sta. 0+51.

Signed:
Dan Meyers, CEPOH-EC-T

Signed:
James Pennaz, P.E., Ch, CEPOH-EC-T

Enclosure(s)
1. Site Plan
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